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  product description

 product specifications 
construction 

electrical 

lamps 

code compliance 

warranty 

 installation

mounting 

  ordering information

 1413/16”

12¾” 5”3¼”

100 Watt 
Unit

50 Watt 
Unit

50 = 50 Watts
100 = 100 Watts

2 = Two Heads
0 = No Heads

USA = Assembled in USA WG6 = Wire Guard6 = 6 Volts
12 = 12 Volts

KES

KES-6-50-2
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PHOTOMETRICS
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6V, 7.2W Tungsten Wedge Base Lamp (ANSI 927), Round Head 
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Horizontal Distribution 10

Vertical Distribution

1FC      0.5    0.3     0.2 0.1

5

0

5

10
0 10 20 30 40 50 60 70

FEET
UP

  FEET
DOWN

LAMP
AXIS

FEET FROM LAMP (Measured on axis)

BATTERY DATA

• Lead Calcium battery warranted for one full year with additional 4 years pro-rated warranty
• Recharges in 24 hours or less

Battery Shelf Expected Temperature
Type Voltage Life 1 Life 1 Range 2

Lead Calcium  6V, 10Ah  15 months  5-8 years  40˚F-95˚F
1 At 77˚F
2 To obtain rated life and capacity.

Input Max. Max.
Voltage Amps Watts
120 0.20 23.0
277 0.09 23.1

Input Max. Max.
Voltage Amps Watts
120 0.14 15.6
277 0.06 15.9

Input Max. Max.
Voltage Amps Watts
120 0.28 31.1
277 0.12 31.8

Input Max. Max.
Voltage Amps Watts
120 0.15 17.0
277 0.07 18.3


