PROJECT:

FIXTURE TYPE:
U]
CZ LOCATION:
[512(e) CONTACT/PHONE:

FEATURES

* ITL Tested to only 1.2 watts

» Super-bright LEDs - Red or Green

* Provides even illumination - no hot spots
* Eliminates maintenance - no more lamp changes
* Installs in seconds

 Surge protected

» Non-breakable housing

* All base types or hard wired

 Use for single or double face fixtures

* 120 or 277 volt (277 volt hard wired only)
» Swivel base for perfect alignment

» Patented design

* ETL Listed

ILLUMINATION

» Kits easily convert incandescent exit signs into energy
efficient LED EXIT signs.
« Ultra bright, long life Red or Green LED.

ELECTRICAL

PRODUCT SUMMARY « 120 voltage only.

Quick-Fit LED Bulbs are energy efficient replacement bulbs for  Energy usage of 2.2W per kit.
illuminated exit signs and fixtures. Now you can eliminate the
maintenance headaches assoqiated with the old fl'uorgscent L MOUNTING
incandescent type lamps. Designed for commercial, industrial

and institutional facilities where low maintenance and ease of * Kits are supplied with socket adapters for installation in signs
installation are important, this versatile LED bulb provides With bayonet, intermediate or candelabra bases.

years of maintenance-free illumination at a minimal cost.

DIMENSIONS

WARRANTY/LISTINGS

e Five year warranty.
* Meets UL924, NFPA 101 Life Safety Code, NEC, OSHA,

5} Ja} Local and State Code.
3 A
§ § SAVINGS
O Ol INCANDESCENT GREEN LED KIT RED LED KIT
§ § EXIT Energy Use | 30W (15W lamp x 2)| 1.4W (0.7W LED's x 2)| 22W (U1W LED's x 2)
8 8 "ON" Hours /Year 8760 8760 8760
o — Price / Kilowatt Hour, $0104 $0104 $0104
.ﬂ F. Energy UsageYear 262,800 Vétts 12,264 \Natts 19272Watts
Pa— Annual Cost $27.33 $1.28 $200
1" ‘ m ‘ Watt Savings Year 250,536 243,528
Annual Savings $26.05 $25.33

Example based on 9¢/KWhr

ORDERING INFORMATION

Model Description
948200-BP Red Screw-in Kit
948402-BP Green Screw-in Kit

ORDERING EXAMPLE: 948200-BP
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