


Rapier Open Face Die Cast LED System Series RPRO-BB & RPRO-NB

Battery Backup & AC Models

Before installing or connecting any primary power wiring,
DISCONNECT MAIN POWER SUPPLY AT THE CIRCUIT BREAKER OR FUSE.

ALL INSTALLATIONS REQUIRE STANDARD TYPE 4" x 4" SQ x 2 1/8" DEEP J- BOX.

SET ADAPTOR PLATE Y."- 3/8" BELOW FINISHED PANEL SURFACE

WALL MOUNT
DRILL OUT 3/16- DIA
; POWER IN TWO PLACES T
112 80. ("3 BACKPLATE MT. SCREWS MATCH REMOVE
EXTENSION | |§ MODULE O o 2o SELECT LENGTH SpoNTCH oy -0- FOR WIRING
J- BOX ADAPTOR 1/2" - 3/4" /
n n PLATE \
4" x 4" POLARIZED - -
x21/8 LED LAMP
\ PLUG
=5 - - --<D + o o
BAGKPLATE/
\ /
GRD / DRILL 3/16" IN TWO PLACES
1 SIGN FOR ADDITIONAL WAL .
UPPORT
ac power || FONER MOBOLE / HoUsiNG USING SCREW ANCHORS
INPUT
120/277 VAC #8-32 (2REQD)  BACKPLATE
POWER
DIFFUSER
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1. Install J-Box 1/8"-1/4" below finished panel surface. Connect Power Module AC wiring to

building supply in J-Box, using wire nuts or connectors supplied.
BATTERY MODELS: BLACK: 120277 VAC WHITE: Common
AC MODELS: Non- Polarized Line in. TEST
2. Route wire nuts to side of J-box, insert Power Module into box and secure with 2 #8-32 box PANEL\? PLUG
Sepldily CONNECTOR
NOTE: Power module orientation is universal, position as required to clear connectors B
and wire nuts in J-box. TEST SWITCH L~ INSULATOR
3. Remove back plate from sign assembly by inserting pin (small screwdriver or allen key) AND LED t
into 2 release holes in top edge, press down to release clips and hinge cover away from ]
housing.
4. Support backplate on raised flat surface and knock out oval opening SPACER _ < LOWER
in center. BRACKET

NOTE: Remove any sharp edges around opening by file or sharp metal blade. Drill 3/16"
diameter holes at locations noted above. For additional support drill out 2 additional 3/16"
dia holes at left and right sides on center. Locate back plate in position on wall and mark Q
support holes; install wall anchors for support screws.

. For battery backup models, connect 2-pin polarized battery plug.

. Run LED lamp plug through backplate. Attach back cover to j-box with 2 #8-32 screws TEST PANEL ASSEMBLY
supplied. Install and tighten 2 support screws. DO NOT OVERTIGHTEN.

7. Insert 2 tabs on base of sign assembly into slots in base of back cover. Connect LED lamp

plug.
8. Hinge sign assembly into position and snap closed.

S W

To remove signs, repeat step 3.



Rapier Open Face Die Cast LED System Series RPRO-BB & RPRO-NB

Battery Backup & AC Models
CHEVRON ARROW SELECTION

1. With backplate removed, place sign face on scratch- free surface.

2.Remove four #8-32 screws and detach two corner brackets and one lower bracket. Retain all
SCrews.

3. Remove lens diffuser and place on scratch- free surface. LED panel and test panel assembly
(in battery backup models only) can be left in place.

4. Place sign face down on raised wooden blocks (or other scratch- free surface), and carefully knock out
selected chevron with hammer and small punch.

5. Place upper edge of lens diffuser against flexible spacers, compress spacers slightly and lower bottom
edge of diffuser into place next to LEDs. Replace three brackets and continue with installation

TOP OR END MOUNT

1. Follow WALL MOUNT steps 1-3.

2. For battery backup models, connect 2-pin polarized battery plug.

3. See Fig.1 and 2 below. Route LED connector through slot in top of housing and through canopy.
Insert 6-32 X 3/4" flat head screws into housing and lock down two nuts firmly.
Run flat washers on screws, position canopy, and firmly tighten two lock nuts as shown.

4. Raise sign to J-box, insert excess wiring and plug into center cavity and secure sign assembly with
2 #8-32 color- matched screws supplied.
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Rapier Open Face Die Cast LED System Series RPRO-BB & RPRO-NB

Battery Backup & AC Models

Wiring Diagrams & Instructions
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DIAGNOSTICS INDICATOR FIXTURE
CHARGE LIGHT
Wiring TEST SWITCH Note: Turn off AC power and disconnect battery before
1. This equipment to be connected to an un- switched servicing unit.
circuit only.
Battery Replacement
2. For exits with Master- Remote or Self-Diagnostics, Remove fixture from J-Box. Locate battery wiring and
refer to supplementary data sheet for wiring diagrams disconnect 2- pin polarized battery plug. Pry battery
and additional instructions. out of cavity to release hook and loop fastener. Replace

battery, reconnect battery plug and replace fixture.
3. CAUTION: Damage to battery will occur if battery

connector is connected to charger board for Power Module Replacement
prolonged period of time without continuous AC Remove fixture from J-Box. Remove two #8-32 screws
power provided. to J-Box and remove Power Module Assembly from J-
Box.Disconnect wire nuts or push nut connectors to AC line
Inspection and Maintenance inputs. To replace with new Power Module, reverse this
sequence.
Important Note: Emergency lighting systems
should be tested as often as local codes require, BATTERY DIAGNOS'I_'IC FUNCTIONS
or at least monthly, to a certain that all _ (-DG Option)
components are operational. Allow battery to e optocessor programmed to perfor tests as follows:
charge 8 hours before initial testing, and 24 hours Monitoring w/ 1 |t pe oy b gy pwert
to fully charge battery. Second Sampling
Comemons | | Teetersuitch | | " oargency
1. Normal Operation: When unit is functioning i operation test
properly, with AC power supplied, the Charge light cohatery | [Battery dhecharge [ | and manual
and exit lamp will be on. full load report signal
Tndicator
2. To Test: Press manual test switch. Charge light will function

turn off and exit lamp will remain on in DC mode.
SELF- TEST DIAGNOSTIC CODES

STATUS LED DISPLAY

NORMAL MODE OFF

FAILED LAMP @ GREEN

FAILED CHARGER @® RED
46 Baker Street, FLEDBATIERY @@ AED FLASH
Providence, RI1 02905 FAILED ANNUAL TEST ORANGE FLASH
Phone: (800) 556-7690
Fax: (401) 941-2929 4
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