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SS-CWL

Special LED Signage 

DIMENSIONS

ORDERING INFORMATION

The CHIEF Series Wet Location LED Exit Signs offer long 
lamp life, energy efficiency and uniform illumi- nation. The 
water-tight, corrosion-resistant thermo- plastic housing is 
sealed and gasketed to protect the internal electronics from 
water, dust and corrosive liquids.

Model Letter Color# of Faces Housing Color Special Lettering
SS-CWL

NOTES: Optional internal heater and battery blanket for extreme cold temperature applications (-20°C – 50°C)

R = Red

G = Green

GR = Gray

WH = White

BL = Black

Options
SD = Self Diagnostics

REM = Remote Capable ( 7.2W / 6VDC)

CW = Cold Weather Package

USA = Assembled in USA

TP = Tamper Proof Hardware

SL1 = X-RAY IN USE

SL2 = SALIDA

SL3 = IN USE

SL4 = AREA OF REFUGE 

SL5 = AREA OF RESCUE 

SL6 = AREA OF RESCUE 

ASSISTANCE

SL8 = BEAM IN USE

SL9 = LASER IN USE

SL10 = DARKROOM IN USE 

SLCC = CUSTOM 

(CONSULT FACTORY)

1 = Single

2 = Double

PRODUCT DESCRIPTION

EXAMPLE: SS-CWL-1-G-WH-SD-SL5


